SKYRC CATALOG
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Charger ¢ Racing Equipment ¢ Power Supply
Speed Controller ¢ Motor e Measurement ¢« Accessory



SkyRC Technology Co., Ltd. is one of the most reputable manufacturers for R/C power system and radio
control related products in China.

Our company has been established in year 2008 with R&D team and manufacturing facility located in
Shenzhen, China. In addition to providing the highest standards of product expertise and customer service,
we have established lasting relationships with retailers and distributors all over the world by being
excellently attentive to their needs. We have earned a trusted reputation throughout the industry.

We are proud to announce that SkyRC technology is ISO 9001:2008 certified, as we care customer
satisfaction and a good system for continuously improving your business.

Our staff consists of experienced modelers and engineers staying ready to help in selecting the right RC
product for you. Whether you are a seasoned radio control hobbyist or a business owner who is looking
to establish win-win strategic partnership with us in this fast growing hobby industry, we look forward to
helping you get the right products.

Dream meets technology here!
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PRODUCT CATALOG

CHARGER

P03 -NC2500 AA/AAA NiMH Multi Functions Charger & Analyzer

P04 -6x80+ Multi Functions Charger with Bluetooth Module

P05 -iMAX B6 mini LiPo Charger

P06 -Ultimate 1000W Synchronous Multi-Chemistry Charger

P07 -Ultimate Duo 500W X2/iMAX B6AC V2/e6650

P08 -T6755/T6200 Touch Screen Charger

P09 -QUATTRO 4X1 Cell LiPo/QUATTRO B6AC/QUATTRO B6 320W
P10 -e SERIES AC Power Compact Charger

P11 -RS16 180W/16A Charger / Discharger

RACING EQUIPMENT

P12 -Motor Dyno / Tire Warmer
P13 -Tire Sander / Engine Heater
P14 -Corner Weight System

POWER SUPPLY

P15 -eFUEL 17A 230W

P16 -eFUEL 50A 1200W /eFUEL 30A 540W
-AC Adapter 60W / eFUEL Power Strip

SPEED CONTROLLER

P17 -TORO Beast 200A/ Short Course 120A
P18 -TORO TS150/ TORO 1S 120A

P19 -TOROTS120/ TORO TS 50

P20 -SkyLink/Bluetooth Module/Program Box

BRUSHLESS MOTOR
P21-38 - Proteus BL Motor for Marine
-1/5 Scale - 1/8 Scale - 1/10 Scale - Short Course - 1/18 Scale

MEASUREMENT DEVICE
P39 -Infrared Thermometer / Optical Tachometer
P40 - Digital Pitch Gauge / Micro Digital Pitch Gauge/
GPS Speed Meter/ LiPoPal / Multimeter / Watt Meter

ACCESSORY
P41 -WiFi Module / RC Car Gyro
P42 -Led Light/ Signal loss Alarm / Power Switch / BEC/Multi Balance Board Adapter
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AA/AAA NiMH BATTERY
Charger & Analyzer

SK-100059

Made for SPECIFICATIONS Stand Alone Mode Smart Phone Control Mode
. . . Charging Current 0.2-2.5A 0.2-2.5A
[ IPOd |Ph0ne Ipad] Delta Peak 5mV 3-15mVv
Discharging Current 0.1-1.0A 0.1-1.0A
Available on the Discharging Termination Voltage 0.9V 0.5-1.0V
D App Store Battery Capacity Range 500mAh-3500mAh  500mAh-3500mAh
No. of Cycle 1-12 1-12
Top off Charging Current 100mA 100mA
Maintenance Charging Current (Trickle) 30mA OFF, 10mA-50mA
Temperature Protection 55°C 55-70°C
DC Adaptor Input Power 12V/2.5A
USB Power 5V/1A
Weight (Without DC Adaptor) 370g
Dimensions(LxWxH) 154x104x50mm

SkyRC NC2500 o

Refresh 02A 01A




FINALLY, YOUR CHARGER
GETS ITS OWN APP

SPECIFICATIONS
DC Input 11-18Volt
Charger Circuit Power DC 80W /AC 50W
Charger Current Range 0.1-10A
Discharge Current Range 0.1-5A

Current Drain for Balancing Port  200mA/cell
NiMH/NiCd Battery Cell Count 1-15Cells

LiPo/LiFe/Lilon Cell Count 1-6Cells

Pb Battery Voltage 2-20V

Net Weight 525g

Dimension 135%112x60.9mm

Made for

iPod | |iPhone iPadJ

SK-100068

|
&

R Y
Blue Version | TYPE AND OPERATION

Professional Balance Charger / Discharger
Lithium Battery Meter / Motor RPM Tester / Servo Tester

Janes WHATH € Bluetooth

| @ED WiFi Version will be available by April 2014 |

TYPE AND OPERATION

Download on the

o App Store 48 your iPhone

to download.
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CHARGER'
Professional Balance Charger/Discharger

i “ A/“ /}]/'/]/' Battery Meter

Battery Internal Resistance Meter

‘ / | MR 5KY T m
R

(il Posr (o RO (Tacry XY

BATT TYPE DEC INC START
- . -

Stop Enter

ier/Discharger

OUTPUT

SK-100084

NEW FEATURES

e Compact Size

® Terminal Voltage Control

® Re-Peak Mode for NiMH/NiCd Battery
e Battery Meter

® Battery Internal Resistance Tester

® PC Communications: USB Port for PC Control&Firmware Upgrade

® Smart Phone Control & Monitor Via WiFi Module (SK-600075 Optional Part)

SPECIFICATIONS

DC Input Voltage 1-18v. (T r A 3
Charge Circuit Power 60W F@mm;]] [ @@Q’ ? [@
VOLT

Discharge Circuit Power 5W A -

Lithium Battery Discharge Program Data  Battery Meter
Charge Current Max 6A Balancer Store/Load
Discharge Current 0.1-2A I:I
LiPo/LiFe/Lilon Battery Cell Count 1-6S — ’ @ @ ’ Tch
NiMH/NiCd Battery Cell Count 1-15S8 - :

PC Control Temperature Maximum  Terminal Voltage

Pb Battery 1-10P(2-20V) Sensor Safety Control
Dimension 102x84x29mm
Weight 231g

05



CHARGER
SYNCHRONOUS

ALL PURPOSE MULTI-CHEMISTRY

BALANCE CHARGER
/DISCHARGER

XH/EH/TP/FP

Balance Board Included SK-100069

SPECIFICATIONS
DC Input Voltage 11-30V
Charge Circuit Power 1000W
Discharge Circuit Power 80W
Charge Current Max. 40A
Discharge Current 0.1-8A
Current Drain for Balancing Max. 800mA
Trickle Charging Current 50mA-300mA & OFF

LiPo/LiFe/Lilon Battery Cell Count 1-8S
NiMH/NiCd Battery Cell Count 1-208

Pb Battery 2-24V

Dimension 138x156x76mm

Weight 12409 Two fans for cooling
SPECIAL FEATURES
® High Efficiency with Synchronous Rectification Technology

) 1000w|  |AA Y
@ Large Balance Current: Max. 800mA/cell 40amp Wdddldd [ﬂ@@
® Trickle Current for NiMH/NiCad: 50-300mA & OFF
Mega Power  Lithium Battery Discharge Maximum

@ Terminal Voltage Control 1000W/40A  Balancer Safety

©® Re-Peak Mode for NiMH/NiCd Battery f\
Q] [tve

) 5|

©® Battery Meter
® PC Communications: USB Port for PC Control & ? voLT [ =)

Firmware Upgrade Program Data Battery Meter ~ PC Control  Terminal Voltage
Store/Load Control

® Maximum Safety Protection
® Smart Phone Control & Monitor Via WiFi Module (SK-600075 Optional Part)
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SPECIFICATIONS

AC/DC Balance Charger/Discharger;

imA; (saic va
SPECIFICATIONS

SPECIFICATIONS
AC Input: 100-240Volt @@@5

Operating Voltage Range: DC 11.0-30.0 Volt =

Circuit Power: Max. Charge Power 2x500Watts
Max. Discharge Power 2x40Watts

Charge Current Range: 0.1-25.0A

Discharge Current Range: 0.1-8.0A

Current Drain for Balancing: Max. 800mA

LiPo/LiFe/Lilon Cell Count: 1-8cells

NiCd/NiMH Battery Cell Count: 1-20cells

Pb Battery Voltage: 2-24V SK-100087

AC Input: 100-240Volt

DC Input: 11-18Volt

Circuit Power: Max.Charge Power 50W
Max.Discharge Power 5W

Charge Current Range: 0.1-6.0A o

Discharge Current Range: 0.1-2.0A @ Battery Internal Resistance Meter
Current Drain for Balancing: 200mA/cell ® Re-Peak Mode for NiMH/NiCd Battery.
NiCd/NiMH Battery Cell Count: 1-15cells ® Terminal Voltage Control.
[ ]
[ ]

NEW FEATURES
Lithium Battery Meter

LiPo/LiFelLilon Cell Count: 1-6cells Maximum Safety Protection SK-100008

Pb Battery Voltage: 2-20V PC Communications:
Net Weight: 575g USB Port for PC Control & Firmware Upgradable.
Dimension: 135x144x36mm ® Smart Phone Control & Monitor Via WiFi Module (SK-600075 Optional Part)

DC Input: 11-18Volt

Circuit Power: Max. Charge Power 50W
Max. Discharge Power: 5W

Charge Current Range: 0.1-6.0A
Discharge Current Range: 0.1-1.0A
Current Drain For Balancing: 300mA/cell
NiCd/NiMH Battery Cell Count: 1-15Cells
LiPo/LiFe/Lilon Cell Count: 1-6Cells

Pb Battery Voltage: 2-20V

Net Weight: 433g

Dimension: 135x112x60.9mm SK-100010



CHARUER

PROFESSIONAL BALANCE
CHARGER/DISCHARGER

BRER ZHEE

Touch System  Maximum  Lithium Battery Discharge Program Data
Safety Balancer Store/Load

SK-100064 Multi-Language Battery Meter  PC Control Microprocessor Temperature
Controlled Sensor*
S P ECI F I CATI o * This function is available by connecting optional temperature probe which is not included in the package.
AC Input Voltage: 100-240V - Balance charge : Batance status . System Setting
DG e Wellepss =1 Lo cionioion b | [ vooucren W srewsera |
Charge Circuit Power: 55W GPERATION [EP— eaLLr v bl [
Discharge Circuit Power: 5W = FASTONG | camacireasas vou il T
. TRAE 006200 ETEMP AT  CELLE 41V wouai TR 5 @3
Charge Current: 0.1-7.0A e chuses) cELLE 41T
gl 10.1-7. CURMENT: 284 | TEMP: 3T CRLLb &10% e[ BB

Discharge Current: 0.1-2.0A
LiPo/LiFe/Lilon Battery Cell Count: 1-6S
NiMH/NiCd Battery Cell Count: 1-15S
Pb Battery Voltage: 2-20V
Dimension: 140x165x60mm
Weight: 540g

E R B oo oo o

SPECIFICATIONS

@ DC Input Voltage:11-18V

@ Charge Circuit Power:200W

@ Discharge Cirtuir Power:40W

® Charge Current:0.1-12.0A

@ Discharge Current:0.1-5.0A

@ LiPo/LiFe/Lilon Battery Cell Count:1-6S
® NiMH/NiCd Battery Cell Count:1-15S
@ Pb Battery Voltage:2-20V

® Dimension:140x165x60mm

o Weight:540g

Additional Function
©® Battery Meter

¢ ® Motor RPM Meter
SK-100072 @ Servo Tester

Touch System Mlcroprecessor Lithium Battery ~ Discharge Program Data
Controlled Balancer Store/Load

Battery Meter Servo Tester PC Control Temperature

Sensor *

+ This function is available by connecting optional temperature probe which is not included in the package.



CHARGER

&)
IMICRO JBATTERY4{CHARGER}

FEATURES

® Four independent ports can be used at the same time

® Three different kinds of battery connectors in each port

® Four independent functioning charging circuits

® Four independent 4-digital LED displays current and capacity
® LED and audible sound indicate charging status
°
°
°
°

Adjustable charging current from 0.1-1A
AC/DC dual power input

4x 169" upo Efficient ventilation

.l{”r Micro/MX/mCPX Maximum protection: short circuit protection; over current

SPEC|F|CAT|ONS protection; bat?ery reverse polarity protection and DC input

AC Input: 100-240V - 2 voltage protection

DC Input: 11-15V

Charge Circuit Power: 4X4W +10%

Charge Current Range: 0.1-1.0A +10%

Battery Type: 4X1 cell LiPo

Battery Connector Type: Micro / Micro Reverse%g
IMX / mCPX

Working Temperature: 0-50°C

Net Weight: 280g

Dimension: 132x100x50mm

EUEID CBAE /TS,

Professional Balance Charger/Discharger

SK-100079

MICRO MICRO R

ADifferent Kinds
Of Battery Connectors

4 connectors for
Multiple 1S Micro

\ LiPo batteries.

SPECIFICATIONS

Input Voltage: DC 11-18V  AC 100-240V
Charge Circuit Power: 50Wx4
Discharge Circuit Power: 5Wx4

Charge Current: 0.1-6.0A

Discharge Current: 0.1-1.0A
LiPo/LiFe/Lilon Battery Cell Count: 1-6S
NiMH/NiCd Battery Cell Count: 1-15S
Pb Battery Voltage: 2-20V

Dimension: 225x170x66mm

Weight: 1570g

IR EGE 320We

Professional Balance Charger / Discharger

SPECIFICATIONS

Input Voltage: DC 11-18V

Charge Circuit Power: 80Wx4
Discharge Circuit Power: 10Wx4
Charge Current: 0.1-6.0A

Discharge Current: 0.1-2.0A
LiPo/LiFe/Lilon Battery Cell Count: 1-6S
NiMH/NiCd Battery Cell Count: 1-15S o \ndepondenr cu':o
Pb Battery Voltage: 2-20V 42 ()
Dimension: 225.4x158.6x62.4mm 480W M

Weight: 1130g

SK-100013

SK-100046
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SkyRC € Series chargers include €3, e4, e6, eN3 and eN5. € means easy (to use) and economic. With universal voltage
AC 100-240V input, € chargers can be used all over the world and no need additional adaptor. There is no switch on €3
and two switches to select battery type and charging current on e4, e4, and the operation is so easy that all the charging
status can be indicated by the LEDs. e3 is used to charge LiPo batteries and e4 and e6 are used to charge LiPo/LiFe
batteries at balance mode which can equalize the voltage of each cell. eN3 and eN5 are used to charge NiMH and NiCd
batteries.

SPECIFICATIONS

Item No. SK-100081 SK-100055 SK-100052 SK-100070 SK-100051
Item Name e3 e4 e6 eN3 eN5
AC Input Voltage AC 100-240V AC 100-240V AC 100-240V AC 100-240V AC 100-240V
Output Power 15W 20W 50w 20W 50W
Charging Current 1A 1A/2A/3A 1AI2A/4AI5A 1A2A/3A 1A/2A/4AI5A
Battery Type LiPo LiPo/LiFe LiPo/LiFe NiMH/NiCd NiMH/NiCd
Battery Cell Count ~ 2-3S 2-48 2-6S 4-8S 4-8S
Dimension 88x57x35mm 69.5x110x40.4mm  82.7x140.5x45.7mm  69.5x110x40.4mm  82.7x140.5x45.7mm
Weight 100g 176g 310g 1759 3059
¢ Low Cost & Compact Size * Low Cost & Compact Size
* Easy to Operate * Easy to Operate
Features * AC Power Supply Built In * AC Power Supply Built In
¢ Charge Current Up To 1.5A(e3) / 3A(e4) / 5A(e6) * Charge Current Up To 3A(eN3) / 5A(eN5)

* Charge in Balance Mode
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Multi-Chemistry Balance
Charger/Discharger

Li-Po | Li-Fe Li-lon
1-6 cell ) 1-6 cell -6 cell )
e 0
1-15 cell | 2-20V |
—’f ‘_\___‘_d.’ I—

SPECIFICATIONS

e DC Input: 11-18Volt

® Charger Circuit Power: DC 180W Professional Balance Charger/Discharger

® Discharger Circuit Power: 30W s

® Charge Current Range: 0.1-16A J ‘ > l[:::t':‘g

® Discharge Current Range: 0.1-8A
® NiMH/NiCd Battery Cell Count: 1-15Cells
® | iPo/LiFe/Lilon Cell Count: 1-6Cells

® Pb Battery Voltage: 2-20V

® Current Drain for Balancing: 200mA/cell
® Dimension: 92x111.4x50mm

® Net Weight: 4059

(rahcs @) g (Do e ED)

SK-100078

Joystick Smart Cooling Fan Charging Port
(Up, Down,Left & Right)

SPECIAL FEATURES

% §£7 ve| M9 Q]

Maximum Safety  Battery Meter Termina: Voltage Memory Preset  PC Control*
ontrol ™

+ Users can control and monitor the charge through computer when Charge Master software is installed
You can download Charge Master software from our website.

++The charger allows user to set the charge/ discharge end voltage.

Docking System
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RACINGEQUIRMENT]

Multi-Functions
Motor Dyno

IRSMD)

KV, RPM / Efficiency
Torque / ESC Tester
Servo Tester / PPM Monitor

SPECIFICATIONS
System DC Input: 12Volt /1A
Motor Loading Input: 35A X2
Voltage Precision: <1% *1
Current Precision: <2% *1
Output Voltage: 6V/7.4V £0.2V
Operation Temperature: 0-40°C
Storage Temperature: 0-70°C
Dimension: 111x92x50mm

SK-500014

Docking System " Motor Holder

Tire Warmer

FEATURES
o 3 different beep tones
® Minimum temperature
® Four LEDs indicator
e Safety timer

® Removable front & rear tire warmers

® Celsius - Fahrenheit selectable display

® Temperatures of 4 tires are controlled by IC
® Front & Rear temperature can be set independently

SPECIFICATIONS

® |nput: 11-18V

® Temperature Range™: 20-80°C , 100°C
68-176°F , 212°F

e Keys: Joystick - A Up, ¥ Down, «Left, » Right

e Dimensions: 92x111.4x50mm

® Weight: 4409 / 15.520z

* Atmospheric conditions may affect the final tire temperature. Docking System

SK-600064

Application

12



RACINGEQUIRIVIENT
TIRE SANDER

SkyRC Rubber Tire Sander can be powered by a 12V power supply, as
well as powered directly from a 2S LiPo battery! The Tire Sander is a
quick and easy way to remove the seam from the center of a new tire,
without having to take 2-3 laps around the track.

SK-600072
RPM LED

Indicator
SPECIFICATIONS FEATURES
® Size: 159x70x66mm ® Rubber tire sander for touring class
® Weight: 710g ® Powerful high torque DC motor with dual metal bearings
® [nput Voltage: DC 6V-12V ® Adjustable RPM of motor !
® Minimum Input Current: 10A ® 8 LEDs indicate tire running RPM
® Material: Aluminum ® Light-weight aluminum case

® Power Supply Cable: Silicon Cable with Alligator Clip ~ ® Quiet operation
® Protection: Input reverse polarity protection

. L]
RPM Adjustment Knob Tire running rotation can be changed

E N G I N E H EA I E R The SKYRC engine heater uses technology similar to that

used by Formula 1, Indy Car and NASCAR Teams! It will
properly pre-heat your engine to 60-70°C in 10 minutes
based on ambient temperature.

FEATURES
® MCU control heating time and heating power for maximum safety.
® Safety timer: turn off power around 10 minutes automatically
SPECIFICATIONS SK-600066 ® Built-in temperature sensor: to control the output power of the heater
® Input Voltage: 12Volt DC e LED indicator for status of engine heater.
® Heating Power: 90Watt ® 12V DC source with low voltage cutoff.
® Heating Time: Around 10 Minutes e Fireproof and heat resistant adjustable cover.
@ Low Voltage Cutoff: 9-10Volt e Fits all .19-.26 RC nitro engines.
® LED Indicator: Heating(Red LED Stays ON) e Very small, lightweight and compact for quick and easy storage.
Low Voltage(Red LED Blinking) @ It's designed to transfer heat effectively and efficiently.
® Net Weight: 659 ® Access port on top allows you to start and monitor your engines

® Dimension: Diameter~63mm Height~50mm temperatures without having to take the heater off.
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CORNER WEIGHT SYSTEM

This Corner Weight System is designed for serious racers to measure their cars’ corner weight distribution easily and make necessary weight
adjustment to balance their cars for the best performance.

Corner weight scales allow precise car weight distribution which is critical to on track success. The four corners of the car may be bearing
different amounts of the car weight. The unequal corner weights can be felt as the car rolling more when turning in one direction than the other.
The car’s stability is compromised which will adversely affect its balance. A well balanced car is generally easier to drive quicker due to
increased the car’s stability.

To make sure weight percentages are correct, computerised scale system must be used. Correct chassis setup separates the front runners from
the followers. Corner Weight Scales provide the necessary data for anyone to become a chassis expert.

SK-500015

FEATURES

® Designed for 1/8 buggy and truck, 1/10 buggy and touring car, and 1/12 car.
® Measure the car’s corner weight, front and rear distribution, and make adjustment if necessary.
The maximum weight limit for each scale is 2000 grams (total 8000 grams).
* Measurements can be displayed in gram, oz. External DC source
® Highly accurate weight measurement in 0.1g increments (equivalent to 0.01 oz). 6-13.8V
e 4 red LED screens for displaying each corner weight measurement.
2 green LED screens for displaying front weight and rear weight.
2 green LED screens for displaying corner weighting(front right + rear left, front left + rear right).
1 green LED screen shows total weights.
4 LED screens for displaying percentage of weights distribution.
® 4 large, easy to clean aluminum weighting surface and easy to use 3 button operation.
® Powered by 4 x AA batteries (batteries NOT included) or external DC source(6-13.8V).

SPECIFICATIONS

* Maximum Weight of Each Scale: 2000g

® Tolerance: +0.5g

® Power Source: 4 x AA Batteries (Batteries NOT Included) or External DC Source(6-13.8V).
® Main Unit Dimension (Length x Width x Height): 130.4x104.5x35.3mm
.
.

Scale Dimension (Length x Width x Height): 59.1x65.1x17.5mm
Net Weight of Main Unit & 4 Scales (Not Including Battery): 354g

4 x AA battery
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JOUVERDURPLY:

SPECIFICATIONS
Input Voltage : 100-240V AC

Input AC Frequency : 50-60Hz

Output Voltage: 13.8V DC+0.2V

Output Current: 17A+0.5A

Current Overload Protection: =17.5A 500MS
Input Fuse: 5A Fuse

Output Voltage Ripple: <150mV

Power Efficiency: 91%

Power Factor: >0.98

Over Temperature Protection: =65°C
Dimensions (LxWxH): 125.7x92.7x50.5mm
Operating Temperature: 0-40°C

Cooling Methoq: .Cooling Fan Worldwide AC ’lﬂﬂﬂe

Operating Humidity: 0-90%

Net weight: 6029 G i) ower FactorCorrection, 20001

— Dlect Pty Dechdng Syaiein —

There is DC output on the top of the eFUEL 230W/17A power supply which is designed for docking in to
the RS16 Charger, RSTW Tire Warmer and Motor Dyno via dual banana connectors.

eFuel 230W/17A RS16 Charger Motor Dyno Tire Warmer
Power Supply

RS16 Charger
% — Motor Dyno
Tire Warmer

Dual Banana
Plugs

—

eFUEL 13.8V/17A
Power Supply
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ROWERISUERLY}
INPUT ||OUTPUT

Worldwide A€ Voltage

G i) owerFactortorrection

SK-200015

POWERSURPLY;

SPECIFICATIONS

Voltage: 100-240V AC

Input AC Frequency: 50-60Hz

Output Voltage: 15-30V DC+0.5V

Output Current: 50A+1A

Current Overload Protection: <51A 500MS

Input Fuse: 20A Fuse

LCD Display: Voltage Precision 0.3V
Current Precision +0.5A

Output Voltage Ripple: <300mV

Power Efficiency: 89%

Power Factor: >0.98

Over Temperature Protection: <65°C

Cooling Method: Cooling Fan

Operating Temperature: 0-40°C

Operating Humidity: 0-90%

Dimensions (LxWxH): 305x170x85mm

Net weight: 3.08kg

SPECIFICATIONS

@ Voltage: 100-240V AC

@ Input AC Frequency: 50-60Hz

@ Output Voltage: 12-18V DC+0.5V

@ Output Current: 30A+1A

@ Current Overload Protection: <31A 500MS

@ Input Fuse: 10A Fuse

@ LCD Display: Voltage Precision +0.3V
Current Precision +0.3A

@ Output Voltage Ripple: <150mV

@ Power Efficiency: 89%

@ Power Factor: >0.98

@ Over Temperature Protection: <65°C

@ Cooling Method: Cooling Fan

@ Operating Temperature: 0-40°C

@ Operating Humidity: 0-90%

@ Dimensions (LxWxH): 218x139x59.5mm

® Net Weight: 1.62kg

SK-200013

igh Performance Power Supply
Input: AC100-240V 50/60Hz 1. 5A
Output:DC 15V 4A

Dimension: 113.5x55.7x32.7mm

SK-200008 Net Weight: 210g

Five Channels
Fuse Protected
With ON/OFF Switch
USB Power Output: 5V1A
Dimension: 160x60x41.1mm

Net Weight: 250g

SK-600009
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SPEED CONTROLLER

. .

15" scale

SK-300047

SPECIFICATIONS

® Constant/Burst Current: 200A/1000A

@ Motor Compatible: Sensorless E‘_isq"‘—-q
® Car Compatible: 1/5 Truck

® Motor Limits: KV<1500KV "

® Resistance: 0.000180hm W Rl

® Battery Cell Count: 4-8S LiPo ‘b - - ™
@ BEC Output: 6/ 7 4V@15A S —

® Size: 114x42x34mm (LxWxH)

Brushless Sensored
ESC for Short Course _

The Toro SC120 brushless ESC is a sensored speed controller specifically
designed to meet the rigors of short course racing. The built-in switching
mode BEC has a powerful output to supply all electronic equipments C:
even with 48 LiPo input.

It comes with 3 running models and 9 start models from' soft' to
‘aggressive' to suit for different tracks, also comes with multiple protectiol
features: Low voltage cut-off protection for lithium or nickel battery / Over-
heat protection / Throttle signal loss protection / Motor blocked protect
The ESC firmware is updatable via an USB adapter. It is easily
programmed via the Advanced LCD Program Box and the major
electronic nents are sealed against splashing water and dust.

SPECIFICATIONS

.......  — oY [yl N =1y} Constant/Burst Current 120A/760A
Motor Compatible Brushless Sensor or Sensorless ESC
Car Compatible 1/10 SC or Monster, 1/8 SC or Buggy

-e Heatsink Motor Limits 6S NiMH or 2S LiPo KV <6000KV
7-9S NiMH or 3S LiPo KV <4000KV
10-12S NiMH or 4S LiPo KV <3000KV

« Red Copper Bar Resistance -00030hm

« Mosfet Battery Cell Count -12S NiMH or 2-4S LiPo

- BEC Output V@3A
+ PCBISlayegieg) ize 57x38x35mm (LxWxH)
Mosfet Weight W/o wire)
-+ Red Copper Bar an b
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SPEED CONTROLLER

I/Bm scale

Toro TS150 150A ESC is big power in a small package, intending
for 1/8th buggies, truggies and monster trucks running up to 6S
LiPo. The innovative new case allows for fan changes and built-
in 6V/5A BEC.

Leading the industry not only in power handing ability but also
size and features with Throttle Control, Drag Brake, Custom
Brake Input Curve, Voltage Cut off for LiPo, ESC and Motor
Overheat Protection and much more.

As always, Toro TS150 150A ESC offers industry-leading
software and firmware update functions and can be programmed
by SkyLink via PC, Program Box and even your smart phone.

V7 . SK-300045
S SPECIFICATIONS

-+ Cooling Fan

Constant/Burst Current 150A/950A
Motor Compatible Sensorless/Sensor Motor
. Car Compatible 1/8 Buggy and Truck
gliicatsul Motor Limits KV<3000 (4 cells LiPo)
KV<2400 (6 cells LiPo)
R g 2120 Resistance 0.00020hm
Mosfet Battery Cell Count 6-185 NiMH or 2-65 LiPo
PCB (6 layers-40z) BEC Output BV@5A
Mosfet Size 58x41x38mm (LxWxH)
...... -+ Red Copper Bar ‘é‘;‘gm 59\5;9@(:/30Awue)

Built-in DC Booster
'zn & Capacitor Module

Toro One Cell 120A ESC is designed for 1/10th Scale one-cell class
racing with small size, built-in power switch and durable aluminum out
case. It also comes with built-in DC-booster and capacitor module.

It features advanced timing system and well-performed throttle and
brake control function. Racers could set the boost and turbo timing
precisely, and punch/brake control rate by point or customize the
throttle/brake curve to meet the request for linear and power.

It also supports firmware update and can be programmed by SkyLink
via PC, Program Box and even your smart phone.

_\-‘% .....  Case(Aluminium)
IS < \\a Red Copper Bar

\ b SK-300048
= A’hf' 6 Iayersp—g%z) 5’\ .
W™t = ggeereTemnal - SPECIFICATIONS
BEC & DC Booster -0 . -
. T ) Constant/Burst Current __120A/760A
\ ) v -+ Power Capacitor  “Motor Compatible Brushless Sensor & Sensorless Motor
Thermal Sheet Car Compatible 1/12 On Road competition
Motor Limits 23.5T(3 slots, 2 poles, 540 class motor)
Resistance 0.00030hm
o--e Case(Aluminium) Battery Cell Count 1S LiPo
BEC Output 6V@3A
Size 38.5x37.8x22.5mm (LxWxH)
Weight 50g (without wire)
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SPEED CONTROLLER

ADVANCED TIMING SYSTEM

Toro TS120 120A ESC is a revolutionary ESC with small
size, light weight, built-in electronic power switch and
replaceable cooling fan. It accepts 2-3S LiPos and the BEC
is 3A/6V, designed for 10th Scale touring car and buggy.
It comes with advanced timing system and well-performed
throttle and brake control function. Racers could set the
boost and turbo timing precisely, and punch/brake control
rate by point or customize the throttle/brake curve to meet
the request for linear and power.

It also supports firmware update and can be programmed
by SkyLink via PC, Program Box and even your smart
phone via WiFi Module or Bluetooth Module.

SPECIFICATIONS B
S * Heatsink —Constant/Burst Current  120A/760A
Motor Compatible Brushless Sensor & Sensorless ESC
* Red Copper Bar " Car Compatible 1/10 and 1/12 Bugﬁx and Truck
1710 an rawlers
Motor Limits 5-6S NiMH or 2S LiPo-->3.5T(1/10 On-Road)
* Mosfet >5.5T(1/10 Off-Road)
8-9S NiMH or 3S LiPo--25.5T(1/10 On-Road),
¢ PCB (6 layers-40z) 28 5T(1/10 Off-Road)
Resistance 0.0003ohm
Battery Cell Count 4-9S NiMH or 2-3S LiPo
S s BEC Output BV@3A
Size x38x20mm (LXWxH
» Red Copper Bar Weight 459 (wlo wire)
5V@0.2A , MAX12.6V

Upgrade Version with Aluminum Case

BETTER HEAT TRANSFER ‘:.h -:‘ "_“
< | A
Cooling Fan . »
(8V 0.2A 20000RPM) = Blue Black Champagne Gold
/ - :‘ SK-300062-01 SK-300062-02 SK-300062-03
BRUSHLESS SENSORED ESC
SPECIFICATIONS
Constant/Burst Current  50A/300A
Motor Compatible Brushless Sensor & Sensorless ESC
Car Compatible 1/10 Buggy and Touring Car
4-6S NiMH or 28 LiPo--
Motor Limits 28.5T(1/10 Touring Car),
>11.5T(1/10 Buggy)
Resistance 0.00060hm
Battery Cell Count 4-6S NiMH or 2S LiPo
BEC Output 6V@2A
Size 35.3x32.4x19.7mm (LxWxH)
Weight 60g
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SPEEDTCONTROLLER

INNOVATION SETTING DESIGN

All SkyRC ESC can be programmed by program box, skylink(via PC) and smart phone(via bluetooth/WiFi). With Program Box it is always

easy and convenient, while, with skylink and smart phone you could set the parameter precisely.

SkyLink Bluetooth Module WiFi Module

Program Box

SK-600013 SK-600058

SK-600075

1. PC via SKYLINK

Red power wire
& (battery positive)

< Battery
Pack

Black power wire
(battery negative)

Power

Switch

SK-300046

Red power wire
(battery positive)

< Battery
Pack

Black power wire
(battery negative)

SMART
PHONE

ssssmnmmn?

3. Program Box

Red power wire
&— (battery positive)

< Battery
Pack

PROGBOX

Black power wire
(battery negative)

Power
Switch

20



- ' T - | N r-__g__»__*g?‘ai rf‘ (0 .
Product Lineup -

1/8 SCALE SENSORLESS

1/10 SCALE SENSORED

1/10 SCALE SENSORLESS

S-PRO2 SC SENSORED

S-PR0O4 SC SENSORED

SHORT COURSE SENSORLESS

1/10 SCALE CHEETAH COMBO

1/10 SCALE LEOPARD V2 COMBO

1/18 SCALE MICRO COMBO
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BRUSHLESS MOTOR
WATERICEEIES,

B ® Rotor - 4 Pole Neodymium Magnets

® Stator - Super Thin(0.2mm) Laminations

® High Quality Bearings
rS 8mm shaft

Proisiis

Brushloss Motor for Marine

Introduction

Proteus Series Motors are designed for large scale RC boat (1.5-2m length).

The revolutionary design of Proteus Motors is its unique wire configuration. There are six connectors on the motor and the
user can switch the wire configuration (star or triangle) by themselves at any time. When the user requests the motor with
more RPM and high speed, he could use triangle configuration; when the user requests the motor with more torque and
power, he could use star configuration. In this case, one piece of motor can meet the user's request for speed or power in
different situation.

What's more, there is water cooling shell outside of the motor. It is designed to cool down the motor temperature so that
the motor could perform best.

TRIANGLE A STAR Y
More RPM More Torque

Model KV Max  Max plnternal  wMax Outer Net  Shaft Shaft Rotor Stator Lead Wire  Max
ftem No. {foMIWalls voltage Gurrent ““{gham)> RPM "™ Diameter Weight Diameter Length (Pole) Length — Size  Efficiency(%)

SKA00008:01 X524 3Y 600 6300 50V 126A  0.0141 30000 112mm 55.8mm 1035g ®8  30mm 4Poles 60mm 8#/10#  88%-92%
X524 3A 1050 6300 28V 225A  0.0035 30000 112mm 55.8mm 1035g  ®8  30mm 4Poles 60mm 8#/10#  88%-92%

SKA00008-02 X5242Y 910 6300 33V 190A  0.0069 30000 112mm 55.8mm 1035g ®8  30mm 4Poles 60mm 8#/10#  88%-92%
X524 2 1580 6300 19V 331A  0.0029 30000 112mm 55.8mm 10359 ®8  30mm 4Poles 60mm 8#/10#  88%-92%

X520 3Y 730 5280 41V 128A  0.0132 30000 102mm 55.8mm 9259 ®8  30mm 4Poles 50mm  8#/10#  88%-92%

SK-400008-03
X520 34 1280 5280 23V 229A  0.0046 30000 102mm 55.8mm 925g ®8  30mm 4Poles 50mm  8#/10#  88%-92%
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BRUSHLESS MOTOR for 1/5 SCALE

FEATURES

ﬁ @ Rotor - 4 Pole Neodymium Magnets

: ! @ Stator - Super Thin(0.2mm) Laminations

\\ @ High Quality Bearings 4

@ Super Strength 8mm shaft

@ Can Easily Run Up to 10 Horsepower Range

® CNC Machined T6 Billet Aluminum Heatsink Can

® High Purity Copper Windings for Maximizes Conductivity
® Removable/Replaceable Rotor

@ Precision Engineered for Maximum Energy Conversion

B

TNV Ty

(Y

\ 4 <
\ SK-400008
KV Internal
Model Max  Max ; Outer ~ Net  Shaft Shaft Rotor Stator Lead Wire  Max
=0 No. S/Fg’L’\_ll_l;Watts Voltage Current Rezl)sht;gce RPM lg-t-rlDia_meterWeith Diameter Length (Pole) Length ~ Size  Efficiency(%)

SK-400008-04 X528 2Y 780 7350 3
SK-400008-14 X528 3Y 520 7350 5
SK-400008-05 X524 2Y 910 6300 3.
SK-400008-06 X524 3Y 600 6300 5
SK-400008-13 X520 2Y 1090 5280 2
SK-400008-07 X520 3Y 730 5280 4
SK-400008-08 X520 4Y 540 5280 5
SK-400008-09 X516 2Y 1360 4250 2
SK-400008-10 X516 3Y 910 4250 3.
SK-400008-11 X513 3Y 1080 3400 2!
SK-400008-12 X513 4Y 780 3400 3

@
<

193A  0.0061 30000 112mm 57.8mm 1260g ®8  30mm 4Poles 70mm 8# 88%-92%
129A  0.0145 30000 112mm 57.8mm 1260g ®8  30mm 4Poles 70mm 8# 88%-92%
190A  0.0069 30000102mm 57.8mm 1130g ®8  30mm 4Poles 60mm 8# 88%-92%
126A  0.0141 30000102mm 57.8mm 1130g  ®8  30mm 4Poles 60mm 8# 88%-92%
195A  0.0072 30000 92mm 57.8mm 1010g ®8  30mm 4Poles 50mm 8# 88%-92%
128A  0.0132 30000 92mm 57.8mm 1010g ®8  30mm 4Poles 50mm 8# 88%-92%
94A 0.0221 30000 92mm 57.8mm 1010g ®8  30mm 4Poles 50mm 8# 88%-92%
193A  0.0058 30000 82mm 57.8mm 880g ®8  30mm 4Poles 40mm 8# 88%-92%
129A  0.0178 30000 82mm 57.8mm 880g ®8  30mm 4Poles 40mm 8# 88%-92%
117A 0.0111 30000 74mm 57.8mm 780g ®8  30mm 4Poles 32mm 8# 88%-92%
90A 0.0189 30000 74mm 57.8mm 780g ®8  30mm 4Poles 32mm 8# 88%-92%

® © @ N = N o & J
< < < < < < < < < <
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BRUSHLESS MOTOR for-1/8 SCALE

FEATURES

CNC Machined T6 Billet Aluminum Heatsink Can e

12 Slot Stator Hi-torque Motor Design

Rotor-4 Pole Neodymium Sintered Magnets

High RPM & Supersized Bearings

High Purity Copper Windings for Maximizes Efficiency
Precision Engineered for Maximum Energy Conversion
Stator-Super Thin (0.2mm) Laminations

Super Strength 5mm Shaft

Removable /Replaceable Rotor

SK-400001-06 2600 2200 17V 129A  0.0062 50000 68mm 40.8mm 350g ®5mm 15mm 6T 4Poles 34mm  12# 88%-92%
SK-400001-07 2350 2200 19V 116A  0.0071 50000 68mm 40.8mm 350g ®5mm 15mm 7T 4Poles 34mm  12# 88%-92%
SK-400001-08 2000 2200 23V 95A  0.0121 50000 68mm 40.8mm 350g ®5mm 15mm 8T 4Poles 34mm  12# 88%-92%
SK-400001-09 1800 2200 25V 88A  0.0134 50000 68mm 40.8mm 350g ®5mm 15mm 9T 4Poles 34mm  12# 88%-92%

-+ Super High Current Silicon Wires

... CNC Machined T6 Billet 1,
Aluminum Heatsink Can

N Rotor-4 Pole Neodymium
Sintered Magnets

ey High RPM & Supersized
Bearings

..o Shaft p5mm 12 Slots Stator

Stator 12 Slots/(0.2mm)
laminations -

+ Balance Rotor

High Purity Copper Windings
for Maximizes Efficiency

4 Pole Rotor

68mm

17mm

:
S

wwgg
©

‘ Length: 100mm 24




BRUSHLESS MOTOR for 1/8 SCALE

BUGGY
FEATURES

\ CNC Machined T6 Billet Aluminum Heatsink Can e
9 Slot Stator Hi-torque Motor Design e

Rotor-6 Pole Neodymium Sintered Magnets o

High RPM & Supersized Bearings e

High Purity Copper Windings for Maximizes Efficiency e

Precision Engineered for Maximum Energy Conversion e
Stator-Super Thin (0.2mm) Laminations e

Super High Current Silicon Wires e

Super Strength 5mm Shaft e

L]

BERUS o Removable /Replaceable Rotor

375g ®5mm

SK-400001-03 2650 2200 18V 125A 0.0062 50000 68mm 42.8mm 15mm 6T 6Poles 40mm  12# 86%-90%
SK-400001-10 2250 2200 22V 100A 0.0075 50000 68mm 428mm 3759 ®5mm 15mm 7T 6Poles 40mm  12# 86%-90%
SK-400001-04 1900 2200 26V 85A  0.0083 50000 68mm 42.8mm 3759 ®5mm 15mm 8T 6Poles 40mm  12# 86%-90%

SK-400001-11 1750 2200 28V 78A  0.0103 50000 68mm 428mm 3759 ®5mm 15mm 9T 6Poles 40mm  12# 86%-90%

~-e Super High Current Silicon Wires

« CNC Machined T6 Billet
Aluminum Heatsink Can

 Rotor-6 Pole Neodymium
Sintered Magnets

High RPM & Supersized
® Bearings
.- Shaft p5mm

Stator 9 Slots/(0.2mm)
laminations e---

6 Pole Rotor
High Purity Copper Windings Eililieis [Reeiter

for Maximizes Efficiency *

68mm
17mm
[SINRS] Hj IS
B B B
N =] (=]
® & | ®
ENE] 3
3 |3 3
IS
3
3
a
| Y

Length: 200mm 25




BRUSHLESS MOTOR for-1/8 SCALE

BUGGY
FEATURES

CNC Machined T6 Billet Aluminum Heatsink Can ®

18 Slot Stator Hi-torque Motor Design @

Rotor-6 Pole Neodymium Sintered Magnets @

High RPM & Supersized Bearings ®

High Purity Copper Windings for Maximizes Efficiency ®
Precision Engineered for Maximum Energy Conversion @
Stator-Super Thin (0.2mm) Laminations e

Super High Current Silicon Wires ®

Super Strength 5mm Shaft @

Removable /Replaceable Rotor

BrRU TorR

123A  0.0035 3859 ®5mm

SK-400010-01 2400 2600 21V 50000 68mm 42.8mm 15mm 6T 6Poles40mm  12# 88%-92%
SK-400010-03 2100 2600 24V 108A  0.0048 50000 68mm 42.8mm 3859 ®5mm 15mm 7T 6Poles40mm  12# 88%-92%
SK-400010-04 1850 2600 27V 96A  0.0061 50000 68mm 42.8mm 385g ®5mm 15mm 8T 6Poles40mm  12# 88%-92%
SK-400010-05 1650 2600 30V 86A  0.0075 50000 68mm 42.8mm 385g ®5mm 15mm 9T 6Poles40mm  12# 88%-92%

r I -‘1).. ------ --e Super High Current Silicon Wires
—

.« CNC Machined T6 Billet
Aluminum Heatsink Can

Rotor-6 Pole Neodymium
Sintered Magnets

o High RPM & Supersized
Bearings

Wi Shaft 95mm

.18 Slots Stator

Stator 18 Slots/(0.2mm)
laminations ®

High Purity Copper Windings 6 Pole Rotor
for Maximizes Efficiency®” - Balance Rotor
68mm
17mm
[SIERS] IS
B B B
N (= o
® & | ®
ENE] 3
3 |3 3
IS
5
3 s
| 7

‘ Length: 200mm 26




BRUSHLESS MOTOR for-1/8 SCALE

N

e\ xgr

TRUGGY
FEATURES

CNC Machined T6 Billet Aluminum Heatsink Can

9 Slot Stator Hi-torque Motor Design

Rotor-6 Pole Neodymium Sintered Magnets

High RPM & Supersized Bearings

High Purity Copper Windings for Maximizes Efficiency
Precision Engineered for Maximum Energy Conversion
Stator-Super Thin (0.2mm) Laminations

Super High Current Silicon Wires

Super Strength 5mm Shaft

Removable /Replaceable Rotor

2250 2500 22V 113A  0.0073 435g ®5mm

SK-400001-05 15mm 6T 6Poles 46mm  12# 86%-90%

50000 74mm 42.8mm
SK-400001-12 1900 2500 26V  96A 0.0095 50000 74mm 42.8mm 435g ®5mm 15mm 7T 6Poles 46mm  12# 86%-90%
SK-400001-13 1650 2500 30V  83A 0.0135 50000 74mm 42.8mm 435g ®5mm 15mm 8T 6Poles 46mm  12# 86%-90%
SK-400001-14 1500 2500 33V  75A 0.0186 50000 74mm 42.8mm 435g ®5mm 15mm 9T 6Poles 46mm  12# 86%-90%

e Super High Current Silicon Wires

..e CNC Machined T6 Billet
Aluminum Heatsink Can

o Rotor-6 Pole Neodymium
Sintered Magnets

High RPM & Supersized
® Bearings
oo Shaft g5mm

Stator 9 Slots/(0.2mm)
laminations

High Purity Copper Windi = BEIEED (KB e I oton

for Maximizes Efficiency

74mm
17mm
[SEEES [
B B B
N (= (=]
® | ‘ 5
3 3 3
3 i
—

| 2

‘ Length: 200mm vy




BRUSHLESS IVIOTOR for 1/8 SCALE

\E. TRUGGY
FEATURES

CNC Machined T6 Billet Aluminum Heatsink Can e
18 Slot Stator Hi-torque Motor Design e

Rotor-6 Pole Neodymium Sintered Magnets o
High RPM & Supersized Bearings o

High Purity Copper Windings for Maximizes Efficiency e
Precision Engineered for Maximum Energy Conversion e
L]

L]

L]

L]

()

Stator-Super Thin (0.2mm) Laminations
Super High Current Silicon Wires
Super Strength 5mm Shaft

Removable /Replaceable Rotor
BRUSHESS—MaTOR

1950 3000 2 115A  0.0054 50000 74mm  42.8mm 4459 ®5mm 15mm 12#

SK-400010-02 6V 6T 6Poles 46mm 88%-92%
SK-400010-06 1750 3000 28V  107A  0.0064 50000 74mm  42.8mm 445g ®5mm 15mm 7T 6Poles 46mm 12# 88%-92%
SK-400010-07 1550 3000 32V 94A  0.0089 50000 74mm  42.8mm 445g ®5mm 15mm 8T 6Poles 46mm 12# 88%-92%

SK-400010-08 1350 3000 37V 81A  0.0124 50000 74mm  42.8mm 445g ®5mm 15mm 9T 6Poles 46mm 12# 88%-92%

YL

--e Super High Current Silicon Wires

.« CNC Machined T6 Billet
Aluminum Heatsink Can

Rotor-6 Pole Neodymium
Sintered Magnets

High RPM & Supersized
Bearings
» Shaft g5mm _ 18 Slots Stator

6 Pole Rotor ‘\

Stator 18 Slots/(0.2mm)
laminations ®

High Purity Copper Windings
for Maximizes Efficiency *

17mm
[SEES H¢ IS
e 3
® |® J S
3 |3 El
3 |3 g ) E
a

( Vot

‘ Length: 200mm 28




FEATURES

Sensor motor for 1/8 scale competition ®
'CNC Machined T6 Billet Aluminum Heatsink Can ®
12 Slot Stator Hi-torque Motor Design ®
Rotor-4 Pole Neodymium Sintered Magnets ®
High RPM & Supersized Bearings ®

High Purity Copper Windings for Maximizes Efficiency ®
Precision Engineered for Maximum Energy Conversion ®
h . Stator-Super Thin (0.2mm) Laminations ®

Super High Current Silicon Wires ®

' / mE . Super Strength 5mm Shaft e
T Removable /Replaceable Rotor @

2350 2400 19V 126A 0.0062 45000 68mm  42.8mm 350g ®5mm 15mm

SK-400009-01 1Y 4Poles 34mm  12# 88%-92%
SK-400009-02 2150 2400 21V 114A  0.0071 45000 68mm  42.8mm 350g ®5mm 15mm 2D 4Poles 34mm  12# 88%-92%

SK-400009-03 1750 2400 26V  92A  0.0121 45000 68mm  42.8mm 350g ®5mm 15mm 2.5D 4Poles 34mm  12# 88%-92%
SK-400009-04 1650 2400 27V 89A  0.0134 45000 68mm  42.8mm 350g ®5mm 15mm 1.5Y 4Poles 34mm  12# 88%-92%
SK-400009-05 1450 2400 31V 77A  0.0168 45000 68mm  42.8mm 350g ®5mm 15mm 3D 4Poles 34mm  12# 88%-92%

e Super High Current Silicon Wires

CNC Machined T6 Billet
Aluminum Heatsink Can

..... Rotor-4 Pole Neodymium

Sintered Magnets

, High RPM & Supersized 12 Slots Stator
Bearings

.- Shaft g5mm
Stator 12 Slots/(0.2mm)
laminations ***
High Purity Copper Windings --e Balance Rotor
for Maximizes Efficiency *

Length: 200mm

\
= N

J A} ‘

8
1 (3
E E
s I @
g g
Q Q

17mm

=" “egmm




BRUSHLESS MOTOR for 1/8 SCALE

TRUGGEY
FEATURES

Sensor motor for 1/8 scale competition @
| CNC Machined T6 Billet Aluminum Heatsink Can ®
12 Slot Stator Hi-torque Motor Design e
Rotor-4 Pole Neodymium Sintered Magnets @
High RPM & Supersized Bearings ®

High Purity Copper Windings for Maximizes Efficiency e
Precision Engineered for Maximum Energy Conversion e
Stator-Super Thin (0.2mm) Laminations e
Super High Current Silicon Wires e
Super Strength 5mm Shaft e

Removable /Replaceable Rotor e

l/&sl:_z‘?e

KV Internal i Max
(i R Watts VoMIt:ZeCthll::nt Celbiares] oy Lenth Outer Biareter szg‘hl e Lse:ag?h Xy (F%Zr) Sﬁgwurq e Effigiency
SK-400008-06 2250 2800 20V 140A 0.0066 45000 74mm  428mm  410g ®5mm 15mm 1Y 4Poles 40mm 12#  88%-92%
SK-400009-07 2000 2800 23V 121A 0.0079 45000 74mm  42.8mm  410g ®5mm 15mm 2D 4Poles 40mm  12#  88%-92%
SK.400009-08 1700 2800 26V 108A 0.0111 45000 74mm  428mm  410g ®5mm 15mm 25D 4Poles 40mm  12#  88%-92%
SK-400009-00 1550 2800 29V 97A  0.0131 45000 74mm  42.8mm  410g ®5mm 15mm 1.5Y 4Poles 40mm  12¢#  88%-92%

SK-400009-10 1350 2800 33V 85A 0.0175 45000 74mm  42.8mm 410g ®5mm 15mm 3D 4Poles 40mm  12# 88%-92%

e Super High Current Silicon Wires

« CNC Machined T6 Billet f//////gl/. \éf‘? .

Aluminum Heatsink Can /\

w y
Rotor-4 Pole Neodymium =
® Sintered Magnets ‘q -

12 Slots Stator

,,,,,,,, o High RPM & Supersized
Bearings

.- Shaft 5mm

Stator 12 Slots/(0.2mm)
laminations *"

High Purity Copper Windings
for Maximizes Efficiency *

4 Pole Rotor

@40,8mm

74mm @25mm 30



BRUSHLESS MOTOR for lllll SCALE

ARES

1/1I0scALE

erusH-essSENSOIR votor

@ Dual Sensor Port
® Incorporate Radial Fan in Front End Bell
® Adjustable Timing
® Compatible with any Sensored/ Sensorless ESC
® CNC Machined T6 Billet Aluminum Heatsink Can
® High Purity Copper Windings for Maximizes Conductivity
e High Power Solder Tabs
® Removable/Replaceable Rotor
e Powerful Sintered Neodymium Magnet
® Precision Engineered for Maximum Energy Conversion
® |[FMAR, ROAR Compliance .
® Sensor -based for Excellent Torque and Low-Speed Driveability 540-Size
SK-400003-21 5 2Poles 9100 1-28 Y Y MODIFIED
SK-400003-35 4.0 530 a:12.5 ms 2Poles 8350 1-2S 115A 7.5A 0.0034 03.175 178g Y Y Y Y Y MODIFIED
SK-400003-22 4.5 490 ®12.5'®5 2Poles 7620 1-2S 108A  6.9A 0.0042  ®3.175 178 Y Y Y Y Y MODIFIED
SK-400003-36 5.0 450 ®12.5*®5 2Poles 7050 1-2S 104A  6.4A 0.0056  ®3.175 178g Y Y Y Y Y MODIFIED
SK-400003-23 55 430 ®12.5*®5 2Poles 6450 1-2S 100A 5.8A 0.0061 ®3.175 178g NO Y Y Y Y MODIFIED
SK-400003-24 6.5 390 ®12.5'P5 2Poles 5350 1-2S 94A  41A  0.0087 @3.175 1783 NO Y N Y Y MODIFIED
SK-400003-25 7.5 360 ®12.5*'®5 2Poles 4700 1-2S 86A  3.5A 0.0104 ®3.175 178y NO Y Y Y Y MODIFIED
SK-400003-26 8.5 340 ®12.5*P5 2Poles 4100 1-3S 80A 32A 00138 ®3.175 1783 NO Y Y Y Y  MODIFIED
SK-400003-27 9.5 290 ®12.5*®5 2Poles 3700 1-3S 70A  2.7A 0.0165 ®3.175 178 NO Y Y Y Y MODIFIED
SK-400003-28 10.5 250 ®12.5*P5 2Poles 3450 1-3S 63A  1.9A  0.0208 ®3.175 178 NO Y Y \ Y  MODIFIED
SK-400003-29 11.5 220 ®12.5*®5 2Poles 3200 1-3S 56A  1.8A 0.0256  ®3.175 178 NO Y Y Y Y MODIFIED
SK-400003-30 13.5 190 ®12.5*®5 2Poles 2860 1-3S 49A 16A 00331 ®3.475 178g NO Y Y Y Y  MODIFIED
SK-400003-33 10.5 250 ®125'®7.2 2Poles 3600 1-3S 63A  1.6A 0.0208 ®3.175 178 NO Y Y Y Y SPEC
SK-400003-34 13.5 190 ®125'b72 2Poles 3050 1-3S 49A  1.3A  0.0331 ®3.175 1785 NO Y Y \ Y SPEC
SK-400003-31 17.5 130 ®125'®72 2Poles 2200 1-3S 34A  1.0A 0.0514  ®3.175 178 NO Y Y Y Y SPEC
SK-400003-32 21.5 100 ®125®72 2Poles 1760 1-3S 28A 0.8A  0.0875 ®3.175 178g NO Y Y Y Y SPEC
Exploded View

Solder Tabs 2 Pole Rotor

Fixed Screw 4
.

1“'

> 2
ty |,

Front Endbell

Front Bearing
]

L4
Rear Endbell

.
Stator 3 Slots
/(0.35mm)laminations *,

B
Timing Sensor

Assembly High Purity Copper

Windings for
Maximizes Efficiency

.
Insulator

31



BRUSHLESS MOTOR for 1/10 SCALE

Incorporate Radial Fan in Front End Bell ®
Adjustable Timing e

Compatible with any Sensored/ Sensorless ESC ®
CNC Machined T6 Billet Aluminum Heatsink Can e
Purity Copper Windings for Maximizes Conductivity e
Removable/Replaceable Rotor ®

recision Engineered for Maximum Energy Conversion e
Powerful Sintered Neodymium Magnet @
IFMAR, ROAR Compliance ®

High Power Solder Tabs e

nsor -based for Excellent Torque and Low-Speed Driveability ®

540-Size

SK-400003-10 3.5 600 ®12.5*®52Poles E ki ®3.175mi

SK-400003-11 4.5 500 ®12.5*®52Poles 7320 1-28 100A 6.9A 0.0046 03.175mm 1659
SK-400003-12 5.5 400 ®12.5*G52Poles 6050 1-2S 90A 5.8A  0.0068 ®3.175mm 1659
SK-400003-13 6.5 350 ®12.5*®52Poles 5150 1-2S 84A 4.1A  0.0092 ®3.175mm 1659
SK-400003-14 85 300 ®12.5*®52Poles 4000 1-38 70A 32A  0.0142 ®3.175mm 1659
SK-400003-15 10.5 260 ®12.5*®52Poles 3250 1-38 60A 1.9A  0.0218 ®3.175mm 165g
SK-400003-16 11.5 240 ®12.5*®52Poles 3000 1-38 52A 1.8A  0.0265 ®3.175mm 1659
SK-400003-17 13.5 210 ®12.5*®52Poles 2590 1-3S 46A 1.6A  0.0361 ®3.175mm 165g
SK-400003-18 17.5 150 ®12.5*®52Poles 1870 1-3S 32A 1.1A  0.0574 ®3.175mm 1659 NO

S 65665

=]
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I1/10scALE

B R USHErSSS—-MOTOR

-
0] YO
FEATURES

® CNC Machined T6 Billet Aluminum Heatsink Ca
® 12 Slot Stator Hi-torque Motor Design

® Rotor-4 Pole Neodymium Sintered Magnets
® High RPM & Supersized Bearingé

® High Purity Copper Windings Maximizes Efficiel
® Precision Engineered for Maximum Energy Con
® Stator-Super Thin (0.2mm) Laminations

® Super High Current Silicon Wires

® Super Strength 3.175mm Shaft

e Removable /Replaceable Rotor

SK-400005-11 ®3.175 15mm 2Y 4Poles 21mm  12# 88%-92%
SK-400005-13 4900 900 10V 90A 0.0061 50000 50mm 35,8mm 1759 ®3.175 15mm 4T 4Poles 21mm  12# 88%-92%
SK-400005-12 4350 900 12V 75A  0.0083 50000 50mm 35.8mm 1759 ®3.175 15mm 4.5T 4Poles 21mm  12# 88%-92%
SK-400005-07 3900 900 13V 69A  0.0101 50000 50mm 35.8mm 1759 ®3.175 15mm 5T 4Poles 21mm  12# 88%-92%
SK-400005-14 3500 900 14V 64A  0.0125 50000 50mm 35.8mm 175g ®3.175 15mm 5.5T 4Poles 21mm  12# 88%-92%
SK-400005-08 3200 900 16V 56A  0.0146 50000 50mm 35.8mm 175g ®3.175 15mm 6T 4Poles 21mm  12# 88%-92%
SK-400005-15 3000 900 17V 53A  0.0165 50000 50mm 35.8mm 1759 ®3.175 15mm 6.5T 4Poles 21mm  12# 88%-92%
SK-400005-10 2800 900 18V 50A  0.0206 50000 50mm 35.8mm 175g ®3.175 15mm 4Y 4Poles 21mm  12# 88%-92%
SK-400005-09 2250 900 22V 41A  0.0245 50000 50mm 35.8mm 175g ®3.175 15mm 5Y 4Poles 21mm  12# 88%-92%
SK-400005-16 1800 900 28V  32A  0.0296 50000 50mm 35.8mm 175g ®3.175 15mm 6Y 4Poles 21mm  12# 88%-92%
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BRUSHLESS MOTOR for SHORT COURSE

FEATURES

® Sensor -based for Excellent Torque and Low-Speed Di
® Adjustable Timing <
® Compatible with any Sensored/ Sensorless ESC
® High Power Solder Tabs

® Removable/Replaceable Rotor

® Powerful Sintered Neodymium Magnet

® CNC Machined T6 Billet Aluminum Heatsink Can
® High Purity Copper Windings for Maximizes Conductivity
® Precision Engineered for Maximum Energy Conversion
.

IFMAR, ROAR Compliance

SK-400006-05 4.5T 900 ®12.5*®6.3 2Poles 4800 2S 107A Y Y Y Y
SK-400006-06 5.5T 815 ®12.5*®6.32Poles 4000 2S  97A 3 4A 0 0085 15mm 2359 Y Y Y Y
SK-400006-07 6.5T 745 ®12.5*06.3 2Poles 3400 2-3S 59A 27A 0.0121 @5 15mm 2359 Y Y Y Y
SK-400006-08 7.5T 665 ®12.5*®6.3 2Poles 3000 2-3S 53A  1.6A 0.0136 @5 15mm 2359 Y Y Y Y

Case

* Front Endbell

* Rotor

« Front Bearing

Stator 3 Slots/(0.35mm)
Laminationse-:
High Purity Copper Windings
for Maximizes Efficiency e---

2 Pole Rotor

@35,8mm

I 67,5mm
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BRUSHLESS MOTOR for SHORT COURSE

based for Excellent Torque and Low-Speed Driveability
Compatible with any Sensored/ Sensorless ESC
CNC Machined T6 Billet Aluminum Heatsink Can

/ 12 Slot Stator and Stator-Super Thin (0.2mm) Laminations
3 / Rotor-4 Pole Neodymium Sintered Magnets

l) FEATURES

High RPM & Supersized Bearings

High Purity Copper Windings for Maximizes Conductivity
High Power Solder Tabs

Super Strength 5mm Shaft

Removable/Replaceable Rotor

Precision Engineered for Maximum Energy Conversion

SK-400006-09 3.5D 00 1200 2S 145A 50000 63.5mi 17mm 4Poles 30mm ®15*31 88%-92%
SK-400006-10 4D 3500 1200 2S 118A 2.5A 0.0056 50000 63.5mm 38mm 2359 ®5mm 17mm 4Poles 30mm ®15*31  88%-92%
SK-400006-11 5D 3000 1200 2S-3S 100A 2.1A  0.0091 5000063.5mm 38mm 2355 ®5mm 17mm 4Poles 30mm ®15*31 88%-92%
SK-400006-12 3Y 2500 1200 2S-3S 85A 1.5A 0.0125 5000063.5mm 38mm 2355 ®5mm 17mm 4Poles 30mm ®15*31 88%-92%
SK-400006-13  4Y 1850 1200 2S-4S 63A 1.1A 0.0166 5000063.5mm 38mm 235g ®5mm 17mm 4Poles 30mm ®15*31 88%-92%

Sfor

.« CNC Machined T6 Billet
Aluminum Heatsink Can 12 Slots Stator

Rotor-4 Pole
® Neodymium
Sintered Magnet:

» High RPM & Supersized
Bearlngs

' . Shaft o5
Stator 12 Slots/(0.2mm) e Shaft pSmm

Laminationse--

4 Pole Rotor Qﬁ

*® Balance Rotor

High Purity Copper Windings
for Maximizes Efficiency e-- - /

25mm

238mm

17mm
f-mm |
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BRUSHLESS MOTOR for SHORT COURSE

Brushless

FEATURES

® CNC Machined T6 Billet Aluminum Heatsink Can

® 12 Slot Stator Hi-torque Motor Design

® Rotor-4 Pole Neodymium Sintered Magnets

® High RPM & Supersized Bearings

® High Purity Copper Windings Maximizes Efficiency

® Precision Engineered for Maximum Energy Conversion
® Stator-Super Thin (0.2mm) Laminations

® Super High Current Silicon Wires

® Super Strength 3.175mm Shaft

e Removable /Replaceable Rotor

4600 1350 12V 1 0.0033 55000 63.5mm 37.8mm 245g 15mm 12#

SK-400006-01 13A X @5 6T 4Poles 30mm 88%-92%
SK-400006-02 4000 1350 14V 96A 0.0041 55000 63.5mm 37.8mm 245 ®5 15mm 7T 4Poles 30mm  12# 88%-92%

SK-400006-03 3500 1350 16V 84A 0.0056 55000 63.5mm 37.8mm 2459 ®5 15mm 8T 4Poles 30mm  12# 88%-92%
SK-400006-04 3200 1350 17V 80A 0.0086 55000 63.5mm 37.8mm 2459 ®5 15mm 9T 4Poles 30mm  12# 88%-92%

LIELED) Micns

SPECIFICATIONS ] / ,g—SCésl;ﬁ

BRUSHL
1. BRUSHLESS ESC

Controls, TORO Micro Fwd/Brk or Fwd/Brk/Rev ! "2 %
Input Power (Cells) 2-3S LiPo, 4-12 NiCd/NiMH #

Brake Proportional

On Resistance,Brushless 0.002 Ohm Per Phase

Continuous / Burst Current 25 Amp / 90Amp

Linear BEC 5 Volts, 1 Amp

Status LED 1 with 3 color

(Red, Green & Orange)
Thermal Overload Protection  Yes

Dimensions(LxWxH) ?Pﬁ%i:ﬁ;ig?:n)
Weight (With wires) 26g (0.920z) {

2. BRUSHLESS MOTOR

®2 10

TORO micro 5T 6100 220 84V 26A  0.034 50000 38mm 21.8mm 569 mm 5T 4Poles 15mm 88%-92%
TORO micro 6T 5050 220 9.8V  22A 0.042 50000 38mm 21.8mm 569 D2
TOROmicro 7T 4300 220 112V 20A  0.063 50000 38mm 21.8mm 569  ®2
*Item No. for reference:
1.SK-300015-04 TORO micro 25A ESC+6100KV Motor Combo Set
2.SK-300015-03 TORO micro 25A ESC+5050KV Motor Combo Set
3.SK-300015-02 TORO micro 25A ESC+4300KV Motor Combo Set

10mm 6T 4Poles 15mm 88%-92%
10mm 7T 4Poles 15mm 88%-92%
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1/10 COMBO SCALE

- 1/10, 1/12 Buggy and
ouring Car,1/10 and 1/8
Crawlers, support Both Sensor
r Sensor-less Brushless Motor.

1/10=caLe
SPECIFICATIONS /. T?.\;/

1. BRUSHLESS MOTOR

CHEETAH 540 8.5T 8.5 ®12.5*05 2Poles 4000 70A 3.2A 0.0142  ®3.175m Y Y Y
CHEETAH 540 10.5T 10.5 ©12.5*®5 2Poles 3250 2 SS 30A 1.9A 0.0213 @3, 175mm 1659 Y Y Y
CHEETAH 540 13.5T 13.5 240 ©12.5"05 2Poles 2590 2-3S 46A 1.6A 0.0361  ®3.175mm  165g Y Y Y
CHEETAH 540 17.5T 175 200 ®12.5*®5 2Poles 1870 2-3S 32A 1.1A 0.0514 ©3.175mm 1659 Y Y Y
CHEETAH 540 21.5T 215 150 ®125'@5 2Poles 1600 2-3S 26A 0.9A 0.0875  ®3.175mm 1659 Y Y Y
Fixed Screw

Ss5mye Solder Tabs 2 Pole Rotor

=

Front Endbell
.

& H
Rear Endbell ¢ - Front Bearing
Timing Sensor
Assembly J
Stator Stator 3 Slots
H H ? /(0. 35mm)lammat|0ns
® J High Purity Copper Windings
Insulator ~ Case Rotor / for Maximizes Efficiency
2. BRUSHLESS ESC 3. PROGRAM CARD

Dimension: 52.5x79.5x6.6mm

Constant/Burst Current  60A/380A
Net Weight: 11g

Motor Compatible Brushless Sensor & Sensorless ESC
1/10 and 1/12 Buggy and Touring Car

Car Compatible 1110 and 1/8 Crawlers *Item No. for reference:
- 3 . 1.5K-300058-01 Cheetah 1/10 60A ESC+8.5T Motor Combo Set

Motor Limits S65 NMH or 25 LiPo-28.5T(1/10 Touring Car), 210ST(M0BU0Y) 5 o\ 350058.02  Cheetah 1/10 60A ESC+10.5T Motor Combo Set

- 8.95 NilH or 35 LiPo-2108T(1110 Touring Car), 218.5T(1/10BU0Y) ' 300058-03  Cheetah 1/10 60A ESC+13.5T Motor Combo Set
g:z::;’:f;l o g;ggozi';:";r FESSINMEL 4.5K-300058-04 Cheetah 1/10 60A ESC+17.5T Motor Combo Set
820 oot o 5.5K-300058-05 Cheetah 1/10 60A ESC+21.5T Motor Combo Set
Size 39x38x20mm (LxWxH)
Weight 30g (w/o wire)
Fan 5V@0.2A, Max 12.6V
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~1/10COMBO SCALE

o0 D
COMBO SET

SENSORLESS

Brushless Power Syste

For 1/10 Scale Car, only support s
less brushless motor.

SPECIFICATIONS

1. BRUSHLESS MOTOR

LEOPARD 380 9.0T 4,370 0.0127 50000 50mm 35.8mm 168g ®3.175 15mm 9.0T 2Poles 25mm  86%-90%
LEOPARD 380 10.0T 3,930 550 13V 42A  0.0155 50000 50mm 35.8mm 168g @3.175 15mm 10.0T 2Poles 25mm  86%-90%
LEOPARD 380 12.0T 3,300 550 15V 35A  0.0221 50000 50mm 35.8mm 168g @3.175 15mm 12.0T 2Poles 25mm  86%-90%
LEOPARD 380 13.0T 3,000 550 16V~ 32A  0.0258 50000 50mm 35.8mm 168g @3.175 15mm 13.0T 2Poles 25mm  86%-90%

2. BRUSHLESS ESC 3. PROGRAM CARD
Constant/Burst Current  60A/380A Dimension: 52.5x79.5x6.6mm
Motor Compatible Brushless & Sensorless ESC Net Weight: 11g
Car Compatible 1:10 Scale Car *Item No. for reference:

g"g:s't'a-:‘”c“ets A 1.5K-300042-02 Leopard 1/10 60A ESC+9.0T Motor Combo Set

= - - 2.SK-300042-03 Leopard 1/10 60A ESC+10.0T Motor Combo Set
S o celo & Lo 23 cels BLFe2300s 5530004204  Leopard 1/10 60A ESC+12.0T Motor Combo Set
Size 51.6x30x27 Amm({LxWxH) 4.SK-300042-05 Leopard 1/10 60A ESC+13.0T Motor Combo Set
Weight 789 (w/o wire)
Fan 5V@0.2A
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BRUSHLESSIVIDTOR
Product Lineup Comparing Sheet

1/8 Scale Brushless Motor Comparing Chart

Stator | Stator| Rotor

Length Slot Poles Shaft Sensor | Timing | Buggy Truggy |Monster|

TOROR8 2200 34mm 12 4 d5mm N ~_ v X X
TOROX8 2200  40mm 9 6 ®5mm N ~ v v v
TORO X8P 2600  40mm 18 6 ®5mm N ~ v v v
TORO X8T 2500  46mm 9 6 ®5mm N ~ X v v
TORO X8PT 3000  46mm 18 6 ®5mm N ~ X v v
TORO X8S 2400  34mm 12 4 ®5mm \% Fixed v X X
TORO X8ST 2800  40mm 12 4 ®5mm Y Fixed X v v

Mark: +/ For pro racer
v Available
X Unavailable

1/10.1/12 Scale Brushless Motor Comparing Chart

Sensor | Timing | On Road | OFF Road | Crawler

ARES PRO 600 20mm 3 2 ®3.175mm Y Adjustable v Vv* et
ARES 540 600 20mm 3 2 ®3.175mm Y Adjustable v V* Vi
TORO 540 900 21mm 12 4 ®3.175mm N T~ v v Yl

Mark: *For off road <7500KV
** For Crawler <3200KV
+/ For competition level.

1/10 Scale Short Course Brushless Motor Comparing Chart
Short Course

Sensor | Timing 2WD / 4WD Truggy |Monster

ARESS-PRO2 900 35mm 3 2 ®5mm Y  Adjustable v v X
TOROS-PRO4 1200 30mm 12 4 ®5mm Y Fixed v v v
TOROSCI0 1350 30mm 12 4 ®5mm N ~— v v v

Mark: +/ For competition level
v Available
X Unavailable
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REVIENTIDEVIC
INFRARED THERMOMETER <o

FEATURES

Itis designed with high precision of sensor and MCU processor.

Alarge LCD can display battery’s capacity, temperature, etc.,

and applied with backlight, which make it easy to operate and read.

Low power consumption

Auto power off after no action for 60 seconds

Celsius and Fahrenheit scale selectable

Three modes for temperature records: Max. Value/Min. Value/Current Value
Testing a wide range of temperature from -40°C(-40°F) to - 380°C(716°F)
The infrared emission frequency can be adjusted

SPECIFICATION

Operation Voltage: AAA battery X 2

Operation Current: <40ma@2.0V

Operation Temperature: 0-40°C

Current Drain: <25ua@3V

Precision: -40°C-0°C +/-1°C 0°C-60°C +/-0.5°C 60°C-120°C +/-1°C
120°C-180°C +/-2°C  180°C-240°C +/-3°C  240°C-360°C +/-4°C

Adjustable Range for Infrared Emission Frequency: 0.01-1

Dimension: 121x40x39.6mm

Weight: 759

HELICOPTER OPTICAL TACHOMETER

SK-500010

FEATURES
o Compact size
® LCD display
® High accuracy and the deviation is +/-1RMP
® Easy operation with rotary dial adjusting RPM

SPECIFICATION

® RPM Range: 700-4500RPM
® Accuracy:x1RPM

® Shut off automatically after no operation for 30 seconds ® 10 Level Aperture Adjustment
® Measure remotely and non-contact ® 5 Preset RPM Value
® 5 presets of Flashing Frequency/RPM ® Super H\gh—speed Electronic S»hutter
o 10 Level aperture adjustment ® Rotary Dial for RPM Value Adjustment
N . . ) . . ® LCD Display
® Applied for all kinds of helicopters, fixed-wing airplanes @ Power Supply CR2032 Button Battery
with propellers and multi-copters ® Weight: 459
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The digital pitch gauge is designed for
application in model helicopters and serves
to measure the rotor blade pitch value.

The built in digital gyroscopic sensor is
capable of detecting pitch angle, with result
displayed through LCD screen, providing a
simple and precise way of measuring pitch
angle.

® Body Dimension: 113x56x14mm

® Suitable Blade Width: 20mm~75mm
® Detectable Pitch Range: +90°

® Temperature: 0~40°C

@ Resolution: 0.1°

® Current Consumption: 2.8mA

@ Battery: CR2032 Lithium X2

@ Weight (Including Battery): 40g

® Aluminium Blade Clamp SK-500009

MICRO DIGITAL PITCH GAUGE | GPS SPEED METER
® Body Dimension: 44x37.2x14mm

® Suitable Blade Width: 15mm~35mm
® Detectable Pitch Range: +90°

® Temperature: 0~40°C

® Resolution: 0.1°

® Current Consumption: 4.5mA

@ Battery: CR2032 Lithium X1

® Weight (Including Battery): 20g

SK-500002

® 32 Parallel Satellite Searching Channels

® Receiver: L1, 1575.42 MHZ

® Frequency: 1.023 MHZ  Update Frequency: 1 Hz.
® Antenna Type: Built-in

® Satellite Signal Reception Sensitivity: -159dBm

® Dimensions: 65.7X39.6X20.8mm Weight: 41g

® Operating Temperature: 0°C to +50°C

® Storage Temperature: -10°C to +60°C

N ey o
SK-500012 ® Operating Humidity: 5% to 90%

MULTIMETER 7 IN 1 WATT METER LIPOPAL

SK-500003 I .

SK-500007
® Battery Checker ® Applicable Battery Pack: 2-6S LiPo
® Battery Internal Resistance ® \oltage Display Tolerance: +/-1.5%
© Watt Meter SK-500005 | @ Voltage Display Resolution: 0.01v
® Servo Tester ® Measuring Ampere, Voltage, @ \Voltage Display Range: 0-5v
@ Optical Tachometer ® Wattage Up to 100A, ® Balancing Current: 50mA
@ Temperature Gauge ® Temperature Up to 150°C, ® Operating Temperature: 10~+45°C
® Thrust Calculator ® Recording Peak Value ® Storage Temperature: -20~+60°C
® Net Weight: 859 ® Net Weight: 489 ® Case Size: 70x38x11mm
@ Dimension: 95.3x72.8x21.5mm ® Dimension: 51.4x43x13.8mm @ Weight: 23g

40



WIFI MODULE

SK-600075

ACCESSORY;

SkyRC WiFi module is a device connected to the speed
controller or charger so that you can modify setting of
your speed controller or operate your charger via smart

phone or computer.

Size 60x30x10.8mm
Connection 3 Pin Connector for ESC

Micro USB for Charger
LED Indicator Power / WiFi Status
WiFi |IEEE802.11b/g/n

Communication Distance
Uart

30m
Baudrate: 4800-15200

Input
Power Consumption

4.5Vdc~18Vdc
1 Watt Max

Operating Temperature
Relative Humidity
Storage Temperature
Storage Humidity Range

0°C-40°C

10%-90%, Non-Condensing
-10°C-70°C

5%-95%, Non-Condensing

Connect with ESC

Connect with Charger

SK-600068
SPECIFICATION

® Gyro Sensor: Vibration Structure Gyro

® Operating Voltage: 4-8.4V

@ Current Drain: 20mA

® Operating Temperature Range: -10°C to +45°C
® Dimensions: 21.0 x 21.0 x 11.0mm

©® Weight: 3.6g

GYRO FOR RC CARS

It is a device using gyro sensor and software algorithm to adjust steering output,
providing you with a more stable and controlled driving experience.

FEATURES

® Make corrective steering adjustment for RC cars
Gc301 gyro allows you to drive the RC car toward a given direction and taking precision
turns at high speeds more manageable, more controllable and more stable.

® Remote gain function
You can adjust gain from the transmitter CH3 by using the remote gain function. Gain
can also be adjusted with the trimmer on the GC301.

® Integrated, compact, and light weight
Compact size(21x21x11mm) and light weight(3.6g) realized by high density mounting
technology.
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LED LIGHT SK-600074

Control LED light with a wave of you hand

v

Intuitive gestures can adjust the

-y

ACCESSORY:

SIGNAL LOSS ALARM & LOST AIRCRAFT FINDER

@ Operating Voltage : 5-6 volts DC
® Alert Level : 85dB
@ Protection: IP20
@ Storage Temperature: -10-50°C
® Operating Temperature: 0-40°C
® Current Consumption : < 50 mA (Working mode)
< 2.5 mA (Non-working mode)

® Weight: 7g @ Dimension: 18.1x18.1x12.9mm

SK-600073

brightness of LED and turn it on
or off.

® Input Voltage: 11-18V

® Max. Power: 2.4W

@ Brightness: High/Medium/Low/Off
©® Weight: 452g

SK-600054

POWER SWITCH for Nitro RC Car

® Input Voltage: 4-12V

® Max. Current: 10 Amp

® Battery Mode: 1. NiHM / NiCad
2.LiPo

® Low Voltage Protection: 6.2V(LiPo)

® Operating Temperature: 0-50°C

® Weight: <7g

2S 10A OUTPUT
LINEAR VOLTAGE REGULATOR

Input: 2S LiPo (6 to 8.4Volt)
® Output: 5.2V 6V 6.8V 7.4V
10A@6V(Peak 15A@6V)
® Low Voltage Alarm Setup: 6.6-7.4V Adjustable
® Switch Type: Fail Safe(Fail-Safe-On) Pin-Flag
Contactless Type
® Power Connector Type: JST Connector Type
® Size: 13.8mm(H) x 31mm(W) x 54mm(L)
® Weight: 37g (Excluding Cables)

SK-600049 SK-600053

14S 10A OUTPUT

SUPER BEC
(Synchronous Rectification)

'® Input: 3-14S LiPo (11.1 to 60 Volt)

@ Output: 5.2V 6V 6.8V 7.4V 8.4V
10A@6V(Peak 15A@6V)

® Low Voltage Alarm Setup: 10-60V Adjustable

® Switch Type: Fail Safe(Fail-Safe-On) Pin-Flag

Contactless Type
@ Size: 15.7mm(H) x 31mm(W) x 54mm(L)
® Weight: 45g (Excluding Cables)

DUAL POWER REGULATOR
for EXTREME 3D FLYING

SK-600011

S-BEC 3A

® Current Output: 3A continuous, 5A peak

® Output Voltage: 5V or 6V selectable

@ Input Voltage: 5.5V-26V, 2 to 6 cells LiPo battery
or 5 to 18 cells NiMH/NiCd battery

® Size: 36.5x18x8.6mm

©® Weight: 15grams(with wires)

MULTI BALANCE
BOARD ADAPTER

SK-600047

® Input: 2 LiPo (6 to 8.4Volt)
® Dual Output
1. RX Channel 5.2V 5A (Max 10A)
2. Servo Channel 5.2V 6V 6.8V 7.4V 8.4V
10A(Max 15A@6V)
® Low Voltage Alarm Setup : LiFe Type(6.5V)
LiPo Type(7.3V)
® Switch Type : Fail Safe(Fail-Safe-On) Pin-Flag
Contactless Type
® Power Connector Type : XT60 Connector Type
® Size : 17mm(H) x 40mm(W) x 64mm(L)
® Weight : 64g (Excluding Cables)

SK-600056

Cell Count: 2~6S (7.4~22.2V

)
Balance Connector Type: HP/PQ, TP/FP, XH, EH

DUAL PORT SAFE
PARALLEL ADAPTER

SK-600071

@ Cell Count: 2~88

@ Balance Connector Type: XH
® Fuse Protect

@ Over Current Indicator
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